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BOND CABLE (P.S. ONLY) SEE BONDING NOTES.

REQ’D TOP OF 

SHEET PILE

CUT SHEET PILING AT ALL

I-WALL EXPANSION JOINTS
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BOTTOM OF CONC. WALL

(PROTECTED SIDE)

SEE BONDING NOTES.

OF CONCRETE.

  U-BARS SHALL NOT BE USED BELOW P.S. BOTTOM

TO TOP OF CONCRETE. 

TYPE III PANELS FROM P.S. BOTTOM OF CONCRETE  

PANELS AND SHALL BE USED FOR TYPE II AND

  #4 ONLY FOR TYPE I PANELS AS SHOWN.

U-BAR NOTE (406,403):

(TYP.)

DRIVE LAST 2 SHEET PILES

DOWN 9" EACH PANEL
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@ PANEL END

VERT. BARS @ 12" E.F.6" 6"2"CL.TOP OF CONCRETE WALL

PROTECTED SIDE

INTERLOCK TO FALL ON PROTECTED SIDE

OF CAP AT ALL EXPANSION JOINTS

JOINT. FULL HEIGHT OF CAP.
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H12 OR BZ12,1L

CL SHEET PILE

BONDING NOTES:

  #6 REINFORCING BAR TO BE WELDED TO THE TOP OF

EACH STEEL SHEET PILE.  #6 REINFORCING BAR SHALL 

NOT EXTEND ACROSS THE EXPANSION JOINT.  INSTALL

BOND CABLE AT ALL EXPANSION JOINTS.

  BOND CABLE SHALL HAVE AN 8" DIAMETER LOOP TO 

ALLOW FOR STRESSES.

  BOND CABLES SHALL BE WELDED AS SPECIFIED TO 

ADJACENT STEEL PILES 3" BELOW BOTTOM OF CONCRETE 

CAP.

  WELDED CONNECTIONS SHALL BE COATED WITH SPLICING

EPOXY TO OBTAIN MOISTURE PROOF JOINT.  SEE 

SPECIFICATIONS "CATHODIC PROTECTION".

THE LAST THREE SHEET PILINGS AT EACH END OF THE

MONOLITH AS SHOWN FOR CONTINUITY.

  SPLICING OF #6 REINFORCING BAR WILL NOT BE 

ALLOWED.
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#6 *  (TYP)

  #4 SHALL BE USED AS SHOWN FOR TYPE I

  #6 REINFORCING BARS SHALL BE WELDED TO 

NOTES

FOR GENERAL NOTES, SEE DWG. NO. 2
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